
DVP - Smart Air Disc Valve
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Ancillaries

Ÿ   DVP Smart can be used effectively for exhaust and supply of 
air in damp areas such as toilets, bathrooms, kitchen as well 
as industrial areas and  offices

Ÿ   Energy efficient
Ÿ Very low pressure loss values complying with ASHRAE 70 

standards
Ÿ No corrosion with all parts manufactured from ABS plastic
Ÿ Fully-airtight product with minimum air leakage offer better 

indoor air quality with mould control
Ÿ Conserves the flow regime due to Smart design
Ÿ Quick mounting with compact and smart components
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Model ØB ØC ØD ØE ØF ØG Use fins on the ring as
template to punch a hole

Connect duct onto collar
of flanged diffuser

Turn diffuser clock-wise
to secure locking

Rotate lid to adjust
air flow rate

Screw mounting ring where
product needs to be mounted

Punch hole by assistance
of template

Place fixture elements behind 
diffuser where the gaps on 
rings coincide with

Screw lid onto threaded
hole at middle of diffuser

NEW

Ø200 121 252 199 216 220 245

DIMENSIONS (mm)
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Pressure loss test results conforming with ASHRAE 70 standard
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Flow rate (m³/h)
10010 600

SMART 100

x = 6, 8, 10, 12, 15, 17
x = the smallest distance 
between disc of lid and 
flanged diffuser
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Speed Controller

REB5N Series
Ÿ Electronic single-phase speed  
 controllers -
 - wall mounted
 - fuse protected with spare fuses 

included
 - radio interference protected
 - minimum speed adjustment
 - single ON/OFF and speed               

regulation control knob
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 Power (VA)
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current (A)
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current (A)

Elect. insulation 
class
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Operating temp.
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Operating temp.
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Type REB
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5-45°

0-40°

REB2.5N Series
Speed Controller

Ÿ Electronic single-phase speed  
 controllers -
 - available in wall box or flush  
   mount versions.
 - fuse protected with spare fuses  
      included.
 - radio interference protected.
 - minimum speed adjustment.
 - single ON/OFF and speed  
   regulation control knob.
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TECHNICAL DATA

TECHNICAL DATA

Features

Features
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